
115-30-1. Display of identification number and decal.  (a)  All vessels required to be numbered 

pursuant to 1989 H.B. 2005, section 142 K.S.A. 31-1110 and amendments thereto, except sailboards, 

shall display the identification number stated on the certificate of number issued by the department to 

the vessel owner and the decals supplied by the department to the vessel owner as follows: 

(1)  Each number consisting of a combination of capital letters and arabic numbers shall read 

from left to right and shall be proceeded by the decal; painted or permanently attached on the top 

forward half of the vessel.

(2)  Each character of the number shall be in block form and easily read;. 

(3)  Each character of the number shall be of the same height and shall not be less than three 

inches in height;. 

(4)  The number shall be of a color that contrasts with the color of the vessel; and. 

(5)  A hyphen or equivalent space that is equal to the width of a letter other than “I” or a number 

other than “1” shall separate arabic numbers from capital letters occurring in the number. 

(6)  Department-issued validation decals shall be placed in line and within three inches of the 

registration number on both sides of the hull of the vessel. 

(b)  A sailboard shall display only the decals supplied by the department with the certificate of 

number issued to the sailboard owner.  The decals shall be attached to the front half of the top of the 

sailboard.   

(c)  This regulation shall be effective on and after January 1, 2008.  (Authorized by and K.S.A. 
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32-807, K.S.A. 32-1103, and K.S.A. 2006 Supp. 32-1110; implementing 1989 HB 2005, Sec. 142 

K.S.A. 2006 Supp. 32-1110; effective Oct. 30, 1989; amended P-__________.) 


